PROJECT DESCRIPTION

This portion of the project involves the relocation of existing interconnect cable
between the intersections of MD 193 @ Adeiphi Rd. to MD 193 @ Stadium Dr.

and the replacement of existing interconnect cable from MD 193 @ Stadium Dr. to

MD 193 @ Pgint Branch Rd./Metzerott Rd in Prince George’'s County, Maryland.

MD 193 is considered to run in an east/west direction.
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CONTACT LIST

The contact perscns for District *3 are as follows:

Mr. Charlie Watkins
District Engineer
301-513-7313

Mr. Majib Shakib
Assistant District Engineer - Traffic
301-513-7358

Mr. Augie Rebish
Assistant District Engineer - Utility
301-513-7350

Mr. Randy Brown
Assistant District Engineer - Maintenance
301-513-7304

Mr. Richard L. Daff
Chief, Traffic Operations Division
410-787-7630

EQUIPMENT LIST

A. Equipment to be furnished and/or installed by the Contractor.
A1l equipment in this list shall have catalog cuts submitted for approval prior to installation.
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Specification
Section

108

104

§11

805

805

805

Description
Mobilization.

Main{enance of traffic.

Handhole.

2 iﬁ.'polyvinyl chloride [Schedule 80] electrical conduit - trenched.

4 1

i

n. polyvinyl chloride [Scheduie 80] electrical conduit - slotted in roadway.

4 in. polyviny! chloride [Schedule 80] electrical conduit - frenched.

Relocate existing Intercomnect Cable

Removal of existing traffic signal equipment.

Adjust frame and cover on existing handhole.

As-built for S.H.A. [on CADD].

(Approx. 1280 ft.).
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The Traffic Group, Inc.
F10-931-6600
Fax #10-931-6601

A. Use existing cabinet/controller.
B. Install handhole.
C. Use existing handhole.
D. Install 2 in. polyvinyl chloride [Scheduie 80] electrical conduit - trenched.
E. Install 4 in. polyvinyl chloride [Schedule 80] electrical conduit - slotted in rocdway.
F. 1Install 4 in. polyvinyl chloride [Schedule 80) electrical conduit - trenched.
G. Tie new conduit to existing conduift.
H. Use existing conduit.
J. Remove existing handhote.
K. Caop and abandon existing conduit.
L. Use existing handhole. Pull back existing interconnect from Stadium Drive and rerun in new conduit.
M. Installed as part of traffic signal plan for MD 193 and Paint Branch Drive/Metzerott Road.
N. Installed as part of traffic signal plon for MD 193 ond Stadium Drive.
0. Removed as port of traffic signgl plan for MD 193 ond Paint Branch Drive/Metzerott Road.
P. Raise frame and cover on existing handhole to proposed grade.
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